Anatoly  Pavlenko

We have  developed a Protective device ”Forpost-1” 

Passport with user’s guide

A protective device "FORPOST-1" is safe and effective mean for prophylactic of occupational morbidities of users of PCs, radar, laser, copy techniques, displays, TV sets, microwave techniques, checking-measuring equipment, radio and cell phones, ultrasonic and x-ray devices, other electrical devices.

On the grounds of physician-clinical studies and tests during last years is established fact - during functioning PC monitors, TV sets, microwave ovens and other electronic techniques is information component. Protection from this isn’t provide any of known earlier produced protective devices and built-in systems of protection (of monitors PC, TV and etc.).

Proposed device "FORPOST-1" will provide safely protection of your organism from extremely dangerous negative influence of information component of electromagnetic emissions produced by all the manner of techniques. As confirmation for that there are results of plural conducted last years practical test and laborious studies of ukrainian and set of well-known foreign scientists, the physicians and hygienists in authoritative ukrainian and international medical institutions and the centres.

The protective device “FORPOST-1” is a fundamentally new, based on studied laws of interaction of informational (torsion) fields. By its principle and operation it doesn’t have any analogs in world practice. 

In view of above, it is undoubtedly possible to call this device based on new progressive technologies of XXI century.

The Developers and producer of protective device "FORPOST-1".

The Protective device "FORPOST-1" is developed by  SPINOR INTERNATIONAL, Ltd (Ukraine, Kiev) with group of scientists of The National Technical university of Ukraine "Kiev polytechnic institute" ( Ukraine, Kiev). The Producer: SPINOR INTERNATIONAL, Ltd (Ukraine, Kiev).

SPINOR INTERNATIONAL, Ltd registered in 1991, staff of employees consists of experienced, high-professional specialists in the field of bioenergytechnologies, among which there are candidates of technical sciences, professors, academicians of International academy of bioenergytechnologies. SPINOR INTERNATIONAL, Ltd is: a member of Kiev trade-industrial chamber and a member of the trade-industrial chamber of Ukraine, a collective member of Kiev branch of International academy of bioenergytechnologies, the participant of set prestigious all-ukrainian and international exhibitions. It was repeatedly rewarded the honourable awards and diplomas. 

The assignment of protective device "FORPOST-1"

"FORPOST-1" is intended for protection of human organism from biopathogenic influences torsion  component of electromagnetic emission of electronic technique, such as: monitors and displays (containing liquid-crystal screen or electronic-beam tube), TV sets, consumer electronics, the all the manner of control panels, laser installation, ultrasonic and x-ray devices, copying technique, microwave ovens , radio and cell phones.

The usage of the protection device ensures medico-biologic protection of human and prevents:

· tiredness and tensity of a PC operator during work;

· disturbance of brain activity, reduction of concentration of attention;

· pathology of eyes and upper air passages;

· negative impact of informational (torsion) fields on immune, endocrine, and reproductive systems, genetic apparatus;

· disorders of nervous and cardiovascular systems.

Scope of activity of person, where the protective device applies.

The protective device can be used: by students in computer classes of high and average educational institutions; at work places of operators PC of enterprises in different spheres of management and service; by operators of machine-tool which equipped with computer; by drivers of  transportation utilities, by machinists of railways and underground; by machinists of industrial electrotransport facilities; the car drivers; in computer gaming automatons and systems of  data processing, intended for public use; the  type-writers of classical design and cash devices, equipped with displays. 

It can be used in army subdivisions (radar, communications), in security services (the systems of imaging observations and checking).

The device is also absolutely essential to workers of that professions, which spend the most of their work time in contact with office equipment:

-  to accountants, economists and workman of banks;

-  to employees of security services;

-  to journalists and employees of television, editorial offices, publishers and agencies;

-  to programmers, designers, constructors, IT workman;

-  to traffic managers, tram and trolleybus conductor, workman of enterprises of communications, workers of trade network;

- to office employee, secretaries and managers.

Using of the protective device is particularly recommended for children during visiting to gaming computer clubs, because immune, endocrine and nervous system of children is the most vulnerable to emissions.

It is recommended as a necessary mean for protection of human health during stay (including short-term stay) in geopathogenic zones in industrial, residential and other building.

The Device can be used as bioenergy mean of support of tone and capacity for work of organism. While periodically having protective device on (for example, on using facilities cell and radio communications, at different types of transport facilities or during working in industrial premises with increased level of electromagnetic emission) it acts like a mean for lowing of fatigability, balancing and increasing of energetic of organism.

The Principle of action of protective device.

"FORPOST-1" is possible refered to the third class of artificial sources of form’s torsion fields with broad spectrum of emissions. In these developments are used ideas of deflection left torsion fields, generated by monitors, TV sets and other electronic technique, by their interaction with right torsion field of protective devices.

In particular, during functioning the PC monitor,an user (without using of the protection means) inheres under influence negative for him left torsion (information) field, which has high penetrating ability and does not shield by traditional means.

Protective device "FORPOST-1" presents itself generator of right form’s static torsion field, which at interaction with extremely dangerous for organism of person left torsion field of monitor declines it from initial direction practically per 1800 in zone its right field (in accordance with laws of interaction torsion fields), in other words, in opposite side from the user, fields are mutually neutralize already in the distance 10-15 centimetres behind monitor. In a result of mutually neutralization of right and declined left field of monitor, it creates biosafe zone both before monitor, and around it area about 2,5 м2. 

The device per se declines emission of negative torsion component electromagnetic field of noted above products from operator (user), creating barrier for arising energyinformative relationships between a radiator and a person, and, as effect, greatly perfects capacity of operator’s labour, supports the physiological factors of the user’s organism.

Thereby, by use the proposed device, there creates the comfortable condition of work at usages of different technique and devices.

The Particularities of sanitary influence of protective device on human organism.

Moscow scientists worked with special active generators of right torsion field in mode of small intensity, reached a conclusion, that an influence is a powerful sanitary factor. The people, who worked with generators, practically did not address to doctors, and they carry rather easier infectious and connected with undercooling diseases. "FORPOST-1" acts on person  similarly noted above active generator of right torsion field. Effect of improvement of physical condition of organism at using the protective device "FORPOST-1" everybody can feel strictly individually, depend on length and degrees of influence of negative emissions on a person, as well as with presence already available problems with health.

The constructive arrangement of "FORPOST-1".

"FORPOST-1" consists of several axially arranged each in other concentric cylinders of alike height, made from shockproof dielectric material, in space between which metallic cylinders of smaller sizes, made from different metals are placed. Given metallic cylinders inside the device, with their determined geometric sizes and proportions, provide forming the static torsion fields of complex form.

The space between cylinders is filled complex polymer (composition its – “know-how”, is commercial secret), which is subjected to influence of certain generator of right torsion field, for a time of its polymerisation (in process of fabrication of protective device), what allows to realize spin (right-side) polarization of biopolymer, what guarante defensive characteristics of device.

For increase of sensitivity of polymer to influence of torsion field in material before polarization they put some paramagnetic additive (complex compound of copper). Molecules of additives are introduced in polymeric chains, and, interacting with external torsion field and field, created by dielectric cylinders, compel the molecules of polymeric chains be formed up in necessary direction. Got thereby structure is saved when solidification of polymer. As a result form static torsion field of protective device vastly increases that raises efficiency of protection. 

The order of installing of  the protective device for achievement of maximum defensive effect.

Action of torsion field before installation of protection          installed protective device "FORPOST-1"

    SR - right field                     SL - left field                           Declined and neutralized component of

                                                                                             of the left torsion field of emission of monitor.

                                  The zone of neutralization of emission behind and before monitor = 10-15 sm.

Scheme of installing of  the protective device "FORPOST-1"

When the protective device "FORPOST-1" is installed (between PC monitor and user - refer to. scheme of installation) as a result of deflections, and mutual neutralization of bad information (torsion) of emission, it is created biosafe zone around PC user  from given negative emission by area about 2,5 м2.

 "FORPOST-1" is recommended to install horizontally in the distance 5-10 sm in the middle before the face part of PC monitor, to install similar and before TV sets, microwave ovens, base devices of radiotelephone and etc. In other words – a person, who works with any electric equipment, must dispose "FORPOST-1" between himself and the radiator, that will provide its biological safety, as well as residing near him surrounding people.

The necessary positive effect gives the installation even one protective device. For example, one "FORPOST-1" wholly enough to use during work before functioning PC monitor or install its before TV set or radio, microwave ovens, at trip in car, or during periodic having "FORPOST-1" on in urban transport, or for using cell telephone and etc. Naturally if the powers of emissions, created by larger devices and mechanisms the generators and electronic devices increase, it will take to use more protection devices.

The Express-testing for determination of protective characteristics "FORPOST-1".

For practical confirmation of protective characteristics "FORPOST-1", its positive influence on a human organism, it’s possible realization (representatives of producer of protective devices) of special express-testing (with presence of customer, buyer) of party purchased protective devices by method GDV (Gas-Discharge Visualizations), founded on a known effect of Kirlian ("high-frequency photographing"), with using the most modern and unique firmware complex "Corona-TV" ("BEO GDV-Cаmera").

 In given firmware complex "Corona-TV" after defined transformations, by fiber-optic system and digital videoblaster, information (bioenergygrams) is saved by computer in graphic form. Special programs ("CDV Processor", "CDV Aura" and "CDV Diagram") conduct mathematical processing of got bioenergygrams (BEO-gram), allowing on the grounds of quantitative estimation of parameters of scene to realize express-diagnostics and observation (monitoring) for psychosomatic condition of person as a whole, and also energy its internal organs. The complex is used successfully in research practice in the field of medicine for estimation of different sort of influences on human organism, including, allopathic and homeopathic preparations, psychotherapy and physiotherapy.

 It’s also possible to conduct the express-testing with using the device "IGA-1", as output parameter which the integral of phase shift on analysed frequency is used. The device is executed in the manner of portable measuring sensor with visual indication. By using device "IGA-1" it’s possible to define biosafe zone for PC user during work with using the protective device "FORPOST-1". 

Checking the protective devices are conducted only with purchasing of a wholesale party from 30 protective devices and more.

The Information about conducted test on conformance of protective device "FORPOST-1" to its  purpose, safety of using, qualitative its features.

The conformance of device to its purpose, safety and reliability of work are confirmed numerous and careful studies:

- in Ukrainian scientific hygenic centre of Ministry of public health of Ukraine;

 - by set of physician-biological tests in medical institutions of  Kiev, Kharkov, Dnipropetrovsk, Ufa (Russia);

 - by scientific centres of USA, Germany, Hungary;

- by independent experts in the field of public medicine,  of electropuncture diagnostics by procedure of Foll;

- by thermal imaging studies, electrocardiograms, rheoencephalograms.

 Tests of protective device were also conducted with participation of the President of Worldwide academy bioenergytechnologies, professor, doctor of sciences Vlad Grig, scientists of Moscow and Saint-Petersburg, who recommended to use "FORPOST-1" for protection of users from negative influence of personal computers and other electronic technique.

The Documents confirming undertaking the tests "FORPOST-1".

The Defensive characteristics, efficiency of work and quality warranty are confirmed:

- by tests in Ukrainian scientifically-hygienic centre of Ministry of public health of Ukraine (the reports of test from: 21.06.1996, 13.06.1997, 21.12.2000);

- by studies in the Institute of medicine of labour of Academy of medical sciences of Ukraine (the conclusion № 18/1036 from 24.10.2001);

-  by tests in Institute of Human Ecology (the protocol of test from 10.08.2000);

- by physician-clinical tests in scientifically-methodical Centre of Main military hospital of academician  Burdenko  (The protocol of test from 12.10.1999), Moscow, Russia;

- by results of checking of the protective device on condition of a person, disposed near monitor of computer by International academy "Information, communication, management in technique, nature, society" (the IAICM), (the report from 13.03.2000), Saint-Petersburg, Russia;

- by results of  tests in the physician-biological company "Light-2" (the protocol from 03.04.2003), Ufa, Bashkortostan, Russia.

The Conclusions and findings about tests of the protective device.

All test have shown that using of the protective device "FORPOST-1" provides physician-biological protection of a person from torsion emissions of monitors and TV sets, the liquid-crystal panels, checking-measuring equipment, cell phones and others. By results a physician-biological studies it is possible to confirm that using "FORPOST-1" is justified.

Main merit is the protection of a person from negative consequences of being before the screen of a monitor (TV set), and, as effect, reduction fatiguability, increasing of capacity to work and conservation of the general tone of organism, at the expense of removal accustomed, in such events, reductions of physiological characteristics of organism.

The Main Sanitary-and-epidemiological department Ministry of public health of Ukraine recommends "FORPOST-1" to use for protection of person from negative influence of PC monitors, TV sets, copying technique, laser devices, ultrasonic and x-ray devices in Ministries and departments: education, the public health, industry, communications, defence and etc. (The Conclusion № 5.04.03/1601 from 26.08.1997.).

The grounds for using of the protective device in accordance with its destination.

- The hygienic conclusion of the Main Sanitary-and-epidemiological department Ministry of public health of Ukraine (from 26.08.1997);

- The certificate of conformance to state standards of Ukraine (from 13.02.2003);

- The expert conclusion of Kiev trade - industrial chamber (from 25.01.2001.).

"FORPOST-1" is protected by patents of Ukraine: № 23759, № 29839, № 40850.

The device is patented in USA by US pending patent № 60/249, 156; № 60/249, 178 filling date of November 16.2000.  

On totals of contest, conducted by the State department of intellectual property of Ministry of education and science of Ukraine the protective device "FORPOST-1" is a winner of Ukrainian “The best invention-2001” contest, in the “Preservation of the environment” category.

The warranty duration of a protective device and warranty polices.

The producer  "SPINOR INTERNATIONAL, Ltd" (Ukraine) guarantees the quality and reliability of functioning the protective device.

 Guaranteed period of usage "FORPOST-1" - not less 7 years.

However, checking the defensive characteristics of numerous devices, what were produced in 1993, did not reveal the essential reduction their defensive characteristics. So, developers of the device expect that guaranteed duration "FORPOST-1" can exceed the period, specified in instructions.

Warranty servicing the protective device is realized gratis, during a whole guaranteed period of its usage in events: exact observance of service instructions, the absences of mechanical and other damages on it. Some positions on given question can be defined in a specially concluded agreement.

The discriminating particularities of protective device and technical features.

The protective device is intended for the individual use.

To use "FORPOST-1" is simple and suitable. Installing of the device is realized personally by an user without preliminary education and special preparation. It is enough to place its in the distance 5-10 sm in the middle before working monitor, TV set, microwave oven and etc, and during own having of a device (as protection from bad influence geopathogenic zones and increased external background of electromagnetic emissions) – in the pocket of cloth, a briefcase, a handbag and etc.

The advantages of the protective device:

-  high efficiency of functioning of the protective device;

-  the possibility of its multifunctional use;

- guaranteed protection for users, working beside screens of PC, improvement their physical condition and increasing of capacity of labour;

- significant social and moral effects (protection of children, weakened and sick people, expectant mothers);

- correlation of the price of the proposed protective device with the price of TV, computer, microwave oven and etc.

Attention! The protective device is a passive resonator, however optimum time of carrying of a protective device at using by cell and radio phones, at finding in geopathogenic and in other  anomalous zones can be at the average from 2 to 4 hours per day.

 "FORPOST-1" has a compact round form, diameter - 5 sm and height - 1 sm, weight of the device - 40 grams. Protection area - 2,5 м2.

The device does not require any external energy; does not create some hindrances in functioning the monitors, TV sets and other electronic technique.

Precautionary measures and features of storage and transportation of the device

Attention! The protective device "FORPOST-1" does not subject for stripping!

Avoid any contact with open fire, chemical and other active liquids.

Keep the device from mechanical damages and falls.

It subjects to keep in dry premises at the temperature from +5 to +400 С.

At transportation, in order to avoid breaches of wholeness of packing keep necessary measures of precaution.

Attention! Beware of falsification! Independent fabrication of protection devices on base of this technology can bring to absence of expected results, because composition of polymer and mode of its processing  by torsion generator is "know-how". Spreading and production of protective devices "FORPOST-1" on given technology requires conclusions of agreement stated forms and observance of all legal rates, controlled acting legislation. 

Completeness:

The Protective device         - 1 

Passport with user’s guide   - 1  

Packing                                - 1 

More detailed information about protective device "FORPOST-1":

· on the site of "SPINOR INTERNATIONAL, Ltd" in Internet: www.spinor.kiev.ua;

· in a book of A. Pavlenko "Computer, TV and health", 1998, whole - 152 p., "Osnova", Kiev;

· in scholastic allowance for students of High Schools "Guard of labour of computer users",  V. Zhidetskiy , 2000, pages 143-144, "Afisha", Lviv.

The production date: "________"____________________200__.

 Certification is organized by producer "SPINOR INTERNATIONAL, Ltd":

"______"__________________ 200____г.

THE PRODUCER:  "SPINOR INTERNATIONAL, Ltd" (Ukraine, Kiev).

   Tel./fax: (044) 452-88-66, ____________________________________

   Tel.: _____________________________________________________

S.P. 
     Email: forpost1@mail.ru
About a problem of human protection from negative influence of electronic technique.

If a civilization implies the progress for a mankind, that civility - reasonable using those goods, which  the civilization gives. It’s difficult to imagine the today’s world and more the future world without computers, TVsets, and other electronic technique. The Industrial revolution enabled the mankind by helping of machines vastly to enlarge physical and intellectual possibilities. A great field of activity opens for a person with computers helping, increase the economic progress as a whole. By analysts "Gartner Dataquest" in the end of April 2002 in the world there was made exactly 1 billion(!) of computers. Before 2008 in world there will be already number 2 billion! Enrgysaturation of environment, work places rapidly grows . A person involuntarily have to be under dangerous for his health influence of emissions of artificial negative fields, created by electronic systems and systems of power supply. And density of given negative electromagnetic background in habitat grows constantly with each day. The artificial electromagnetic emission of all technical devices of the planet exceeds the level of a general natural geomagnetic field of the Earth at million times! 

So, one of the actual hygienic problems of last time, is eliminating all the manner of bad consequences for human health, in result of broad introduction that electronic technique. Significant measure of appearance "computer" diseases is connected with bad influences, of such popular, and, at first sight, safe mean of labour, as computer. 

Necessary to emphasize that modern PC monitors, TV sets and other electronic technique  generate weak electric and magnetic variable fields, which are weaker then static magnetic field of the Earth and its electric fields in many times. In connection with it, was difficult even to suspect that variable magnetic and electric fields, generated by abovementioned devices, can be so dangerous for health. And only recently, with connection of grown of number of reports about negative influence of monitors for health of users, the interest to hereto direction of studies grew greatly. 

It realistically defined that on a PC user is affected by whole complex of factors of emissions with small intensity that hidden from our usual human organs of feelings – there are radiation, ultraviolet and infrared, x-ray and electromagnetic emissions, the negative action of them, develops in a human organism step by step, secretly and on measure of accumulation. 

So, diseases can be shown only after some months or after years of work before PC, when it will be already difficult to install the true their reasons. 

Thereof, today there is a very sharp question about necessity of using means of human protection from negative emissions. The aim of installing of the means of protection must be minimization influences on a person by these emissions, preservation his health, longevity and professional capacity to work.

Our task is warn  users of PC, TV sets, cell phones, different electronic and domestic technique, that contempt by already known simple methods and means of protection from negative influence of abovementioned technique threatens highly disadvantage consequences for health.

The World Health Organization (WHO) considers the work with PC as a factor of constantly acting stress. Working group of WHO from hygienic aspects of using monitors and radioterminals has selected breaches of condition of health during using by devices, which have the electromagnetic emission and its torsion component, the most serious from which:

- oncological disease (validity of diseases increases pro rata length of influence EME and its torsion component on an organism of a person);

- oppression of a reproductive system (impotence, reduction libido, breach of menstrual cycle, deceleration of sexual maturation, reduction of ability to fertization etc.);

- disadvantage passing of pregnancy (when women work with PC more than 20 hour per week validity of miscarriages increases in 2,7 times, but birth a children with innate defects in 2,3 times more, than in checking groups, validity of abnormal passing of pregnancy increase in 1,3 times at length of work under influence electromagnetic and torsion radiators more than 4 (!) hours per week), in consequence of which WHO recommends the expectant mothers, as well as women, who dreams about parenthood, be transferred to work unconnected with EME;

- breach of psychic-emotional sphere (UF-syndrome, stressful syndrome, aggressiveness, petulance etc.);

- the deterioration of vision and diseases of vision organs;

- the breach of immune system (immunodepression);

- leukemia (cancer shelters) at people, which in connection with profession constantly contact with EME (in 4,3 (!) times exceeds the checking values amongst workmen of other professions (the University of George Hopkinse, Baltimore, USA).

It cause the special anxiety of increase the number of children, being subjected to negative influence of electromagnetic emissions. The childish organism is the least protecting from influence of EME. If a child is near screen of TV or computer more than 50 (!) of minutes at day breach of high neuroreflectory activity reduces in 1,4 (!) times ability to remember new information, which is connected with influence EME and its torsion component on neurostructure of cerebrum, probability of cancer of cerebrum is in 8,2 times more, than in the checking group. As effect there is increased excitability, aggression, reduction of level of assimilation of scholastic material.

The absorption EME by brain passes unevenly and brings to different sort of structural change of neurocells in zone of absorption, and under the action of torsion component forms the most varied clinical presentation (the Parkinson's disease, Alzheimer's disease etc.).

In Switzerland by legislation about labour to women of childbearing age work on PC more than 4 hours in day is forbidden. 

In Germany the work on PC includes in list of 10 the most unhealthy.

In many countries of Europe it is prohibited to use the systems cell and radioconnection at hospitals and child institutions.

The Problem of safety during work with EME is so serious that it finds its reflection in international symposiums, congresses and activity of WHO. Ch. Laval, professor, Laureate of Nobel Prize, vice president of Human Studies Institute (Paris, France), at the conference of UNESCO 4.10.1998. has said: "... with standpoint of evolutional process stupendous growth to tension EMF, which surrounds person today, it is possible to consider, as an instantaneous jump , with while unknown  biological consequences for mankind... Thanks to developments of ukrainian scientists it is possible to reduce greatly negative influence of EMF of video- and radioterminals and their torsion component on a human organism..." 

Though using the special measures for protection of a person from negative emissions of monitors, such as all the manner of defensive means: perfection of design monitors (TV) - flat screens, screening the bodies of displays by the method of their internal evaporation with system of compensations of a magnetic field (marking "Low Radiation"), using the modern defensive filters (class "Total shield"), changing of constructions of electronic-beam tubes, reduction of voltage on anodes of electronic-beam tubes and others in greater measure allow nearly completely (per 98 %) to take away ultraviolet and soft x-ray emissions, electrostatic and electromagnetic fields, but it is impossible to confirm that the most modern computers and so-called "bioTV sets" and "biomonitors” are biologically safe systems for a person. 

Moreover, how the studies of scientists have shown, it is bad for a person not only stationary computers, but also the most modern portable ones with liquid-crystal screens. The results of studies on five types of such machines in two test centers, have shown that their EMF vastly exceed the ecological standards. It Is revealled that men, using portable computers, had sharp defined changes to contents and correlation of sexual steroids - the reduction of level testosterone and increasing estradiol that leads to sterility and impotence. 

There is the paradoxical situation - today all monitors are produced in accordance with standards. You may sell any TV set or PC monitor and check it on correspondence to government standards and  world standards. The emission will be normal. But this "normal" emission creates the terrible things for health, because 64-76%! of PC users complain to one or another malaises! 

Probably, everybody has already pointed to the fact, that the most largest producers the most "supermodern" monitors PC in their own promotional clips and booklets, both on television, and in the press, in accompanying documentation to their product, assure consumers that their equipment is the safest, having all degrees of protection, certificated on subject of biological safety for a person i.e. it doesn’t make absolutely any to user’s health, all types of the known emissions are neutralized. 

Consequently, we must feel comfortable during work before PC monitors  (before TV sets), without any physical malaises and etc. On deal all turns out!

As a result conducted thoroughly physician-biological and physician-clinical studies scientists defined realistically that already in 15-30 minutes(!) during work before PC monitors  in the user’s organism   parameters of blood change to worse side very much, neuroactivity of cerebrum and set of vitally important organs becomes worse. 

It is objective, every owner of "supermodern" PC monitor (or TV), has already  time to feel set of such malaises, as: increased fatiguability, sleeplessness, the headaches, irritability, blunting of attention, breach of vision, frequent dizzinesses, manifestations of different respiratory diseases. And all that happens independent on that every PC user tries to execute all "traditional" rules of working before PC: to work less for PC (or watch TV) to be situated farther from screen, place more cactuses and pyramids around a display, use only special and suitable furniture, to conduct relaxing exercises for eye, to do the short breaks in work.

Everybody, who understands correct  importance of problem of negative computer influence on health - "put under himself a salvation straw", and showing prudence searches for other ways and means for protection and preservations his health.

 The explanation of malaises reasons of PC users, which are equipped by most modern protectors and have set of serious degrees of protection, the scientist involve with influence of torsion fields or more exactly, with torsion component of electromagnetic emission of a monitor. It Is proved that any electromagnetic field have a torsion component, or a torsion field, (it also name "informational", there is also set of other names of this field), which can be determined as information, carrying "torsion" information about processes, occurring in physical objects. Unlike electromagnetic fields, possessing central symmetry, torsion fields have axial symmetry, and created polarization in the manner of spatial cones in the first direction corresponds to right, in other – to the left torsion field. The information structures created by topological forms, are named static torsion fields of form.

A videoterminal is a information-field structure, which is formed by borders of section of bodies with different material composition and realizing transformation of information, what comprised in modulated electron ray, in visual information. A flask of electronic-beam tube forms certain geometric structure of an information field, the sidebars of which repeats its form. This field is named a background static torsion field. It is not intensive, but its long influence renders the negative influence on an user to account of effect of accumulation.

Given torsion (information) field, unlike other types of emissions, completely is not shielded by modern means of protection, which are in last PC monitors (and other electronic, the transport means, domestic  technique and etc) , and, passing through all barriers, extremely negative acts on human health.

 In a physician-biological standpoint, a person-user is a complex torsion system of the strictly individual torsion field, carrying information about a state of health. The difficulty of a person torsion field  is defined by huge set of chemical materials - primary sources of torsion emissions in his organism, by complex nature of spatial distribution of these materials in a human body, by complex dynamics of biochemical conversions during process of vital activity and other factors.

Under influence of the left torsion field of a working monitor cells of an organism are subjected to certain structured and physiological rebuildings (as a result: pathology of visual analyzer, frustration of nervous, heartily - vascular systems, significant activity of processes of lipid peroxidation, progressiving reduction of antioxidant system, breach of hormone and immune statuses and others.).

At each interaction of the left torsion field of a videoterminal with an user’s brain, last one forms its torsion (spin) structure, corresponding to particularities of an operator’s perception. These new torsion structures are perceived by human organism as signals of one or another physiological function management, and bringing to unbalance of systems of maintenance homeostasis. At the same time some users during the interaction with abovementioned torsion fields, with breaches in the organism, is have the appearance of images or arising the different sensations.

As a result of the influence of the information (torsion) fields, both on the user’s cerebrum, and on the organism as a whole, that has a network of ramified active points as inside, so and on surfaces, are formed defects of information - exchanged communications, decomposition of structured intercoupling, that inherent to a genetic model of the concrete person. For that appearing processes of antibioresonance break absolutely harmonious interlevel resonance and lead to set of serious and heavy curable diseases.

 In that polarized information space in all alive organisms there is gradual minimization of electrons and atoms energy that leads to deceleration of all the biochemical processes, in consequence of which one or another known breaches appear in organism, depending on intensity of influence of the torsion field and the length of the contact with it. 

In other words, under influence of the left torsion field of monitor physiological systems and cellular structures of human organism are subjected to certain functional and structured changes.

 Scientists already accumulated the critical mass of the studies and experiments, confirming the facts of the negative and extremely dangerous influence of the torsion fields on the human organism. For example, studies of influence of a torsion generator on blood were organized at October 1996 at Energyinformational technologies Center of Saint-Petersburg high-precision mechanics and optics state institute . 

Analysis of received data has shown that among factors of a clinical blood test the most sensitive to emission of the torsion generator is a factor of erythrocyte sedimentation rate (ESR). Value of ESR was changed in contrast with background in four - five times depending on parameters of emission. For the further studies it was used only the factor ESR as the most informative i.e. the factor ESR can be used for registration and estimations of emission characteristics of the torsion generator. Increase ESR to 35-40 mm/h confirm the fact of disadvantage influence of torsion fields of used generators on human organism.

From written above it becomes clear that a PC user, a person, that spending much time on watching  telecasts or talks by cell phone, housewife, often using a microwave oven for preparation some food, involuntarily inhere under negative influence of "left" torsion field, not suspecting about dangers and threat their health!

Today it is necessary a principal new method of protection of users of PC, TV, cell phone and other electronic technique, from negative influence of mentioned products.

The fact of artificially created torsion influences on a person practically all devices, installation and etc. requires introduction of new rules, providing guaranteed characteristics of surroundings of a work place and a rest place. The requirements of International standardizations organization (ISO) orientate on such an approach. 

However, any of known standards, what specifying user’s work with PC, does not provide the checking the influence of monitor emissions on an user in complex i.e. when a person is at a work place directly!

They measuring only values and levels of the fields and emissions already known and recognized by official science without participation an user, but experiments on determination of influence of monitors emissions on biological systems they have begun to conduct recently. One of the most important stages of hygienic regulation are clinical studies. At clinical examinations they study the functions, that characteristic only a person. The Studies must include as physician-biological, technical, economic so and social aspects.

 In base of hygienic criterions of estimation of disutility and danger of electromagnetic emissions and accompanying their torsion components there are maximum permissible levels (MPL), which for many types of electromagnetic fields and emissions are not developed. On determination MPL are levels, at systematic influence which for period of work and following periods of life there aren’t diseases, caused by EMF and detectable modern methods of studies.

The first MPL, concerning only electric component in the field of average frequencies, were installed in 1955. In following years it was accumulate experimental, clinical, the hygienic data and the main methodical approaches to MPL specifying were formed. The methodology of hygienic regulation is formed to the end of 70-х years, basing on the following:

1. MPL can not be calculated on specific absorbed rate (SAR), because thus it’s impossible to take into account the particularities of interaction EMF exactly with a biological object; there are also differences in mechanisms of action low and high levels EMF with different parameters of modulation, resonance events and others.

2. Medical evidences must be leading at hygienic regulation, rather then some technical parameters and their technical reachability.

Source thereof, it becomes absolutely clear that medical evidences must be leading at hygienic regulation, because it is only in clinical examinations they study the functions which characteristic for a person, rather then some technical parameters electronic and other technique and their technical reachability.

Conducting these tests requires not old technocratic approach - measurement of emission (electronic devices and other technical means, contacting with a person), but new - hygienic studies of influence of these devices on a human organism.

The progress of modern science passes ahead greatly earlier published standards. It will be rather sensibly "to link" the ways of preservation your health during work with "technical goods of civilization" to requirements of outdated standards and rules. 

The New unique developments of Ukrainian scientists give all us a real possibility not to ruin anymore our health during work with all the manner of electronic technique. We have the chance again for preservation our health and life duration. And again a mankind is before choice to use this chance sensibly, in good and in good for our future posterity. 

Everybody must solve it for himself.

Today this right of choice remains  for You.

More detailed information about protective device "FORPOST-1":

· on the site of "SPINOR INTERNATIONAL, Ltd" in Internet: www.spinor.kiev.ua;

· in a book of A. Pavlenko "Computer, TV and health", 1998, whole - 152 p., "Osnova", Kiev;

· in a scholastic allowance for students of High Schools "Guard of labour of computer users",  V. Zhidetskiy , 2000, pages 143-144, "Afisha", Lviv.

THE PRODUCER:  "SPINOR INTERNATIONAL, Ltd" (Ukraine, Kiev).

   Tel./fax: (044) 452-88-66, ____________________________________

   Tel.: _____________________________________________________

     Email: forpost1@mail.ru
In the world there is no other similar IGA-1 device which would meet your requirements. Only we have such device. It really has the big sizes, but it is easy and convenient at demonstrations. We use him in a case when we carry out conferences, at Medical and biologic tests for reception of certificates, for presentation in the organizations which buy the big parties of devices. For individual buyers we represent documents, videofilms, and in most cases it satisfies them. 

 Using this device we show  an efficiency of  protection by means of  FORPOST1. 

This is a part of my book.

The tests conducted in the Ukrainian Scientific and Hygienic Center of Ministry of Health of Ukraine and in the Center of Voluntary Certification “MIRA” show that there were not any changes of health among the people working with a protective device.

The experiments were conducted on the foreign displays with the same protection rate from well-known harmful irradiations. Before the beginning of the experiments the health condition of every examinee was defined (according to Foll method). Foll method made a good showing in the world and has the definite scientific grounds [63].

The participants of the experiment:

· from Minskiy district diagnostics center of Kiev - a therapeutist, specialist in electroacupunctural diagnostics and therapy according to Foll method A. N. Sokolenko;

·  from the National Technical Institute of Ukraine “KPI” - head of applied ecology department, candidate of science, assistant professor A. R. Pavlenko. 

The aim of the experiments 

To determine a harmful influence of PC display screen torsion radiation and to determine the effectiveness of users protection from it with the help of “A device for human protection against negative impact of video terminal, TV sets and other home equipment”. 

The program and methods of experiments 

The experiments lasted 2 hours in three chosen rooms. The working places were situated so that PCs and users were not in geopathogenic zones.

A. R. Pavlenko fulfilled the arrangement of working places with the help of the complex of bioaffinor by the method of biolocation.

Before the beginning of the experiments a therapeutist A. N. Sokolenko according to Foll method, taking into account three indices, examines health conditions of 6 person and chose 4 of them, who were to work with a device for protection against torsion component of PC display radiation. Level of health condition was determined by three indices:

-   total (total indices of organism condition) parameters of electroacupunctural diagnostics (TPED);

·  immune system condition (IS); 

·  nervous system condition (NS). 

The examinees: 

Elena Anatolievna, Nikolay Andreevich, Tatyana Ivanovna and Sergey Ivanovich - work on a computer without a protective device. 

Tatyana Nikolaevna and Viktor Andreevich - work on a computer with a protective device. 

The experiment began on February 5, 1997 at 10-00. Parameters measurement was conducted at 5(10)-minutes intervals, in the process of experiments a protective device was set (see Notice in the Tables 4-9). The data obtained during the experiments is presented in the Tables 1-6. It was discovered that risk factors, connected with PC displays left torsion fields influence, including those affecting the general organism condition and capacity for work, are defined, on the one hand, by individual characteristics of an organism and mentality of a person and, on the other hand, by a specific “spectrum” of left torsion fields.

The results of the health condition analysis of the examinees (PC users), protected from negative influence of PC display radiation torsion component, are the evidence of a significant decrease of this influence. The indices of health condition did not change significantly during all time of experiments.

At the same time indices of organism health condition of the non-protected users had the downtrend with time. Their indices of health condition became worse on 20-40 % in comparison with the initial data. 

Conclusions: 

1. The results of the research showed that a device for human protection from a negative influence of video terminals “FORPOST-1” decreases considerably the effect of torsion component of PC monitors electromagnetic radiation. 

2. The mentioned device may be recommended as a preventive measure for removal of a negative influence of torsion component of PC monitors, TV-sets, other electronic equipment electromagnetic radiation. 

The experiments were conducted by V. Pereveziy 

Chief of the laboratory N. Voyta

Table 4. The data of the examinations (condit. units) of Elena Anatolievna 

	Time, minutes
	TPED
	IS
	NS
	Notice

	10-00 Initial data
	40/50
	50/42
	40/40
	

	5
	25/22
	40/30
	38/40
	

	10
	25/20
	30/25
	30/30
	

	
	
	
	
	A protective
device is set

	10
	30/25
	35/35
	30/30
	


Table 5. The data of the examinations (condit. units) of Nikolay Andreevich 

	Time, minutes
	TPED
	IS
	NS
	Notice

	Initial data
	45/50
	40/35
	40/35
	

	10
	35/40
	38/30
	30/30
	

	
	
	
	
	A protective

device is set

	15
	45/50
	40/40
	30/30
	


Table 6. The data of the examinations (condit. units) of Tatiyana Ivanovna 

	Time, minutes
	TPED
	IS
	NS
	Notice

	Initial data
	45/50
	50/55
	45/45
	

	5
	30/30
	45/40
	45/42
	

	
	
	
	
	A protective

device is set

	10
	32/32
	45/50
	42/40
	


Table 7. The data of the examinations (condit. units) of Sergey Ivanovich 

	ime, minutes
	TPED
	IS
	NS
	Notice

	Initial data
	50/50
	58/6
	55/55
	

	5
	45/40
	55/55
	55/55
	


Table 8. The data of the examinations (condit. units) of Tatiyana Nikolaevna - work with a protective device 

	Time, minutes
	TPED
	IS
	NS
	Notice

	Initial data
	45/50
	50/50
	40/40
	

	5
	48/50
	50/50
	40/40
	

	10
	48/50
	50/50
	42/42
	


Table 9.The data of the examinations (condit. units) of 

	Time, minutes
	TPED
	IS
	NS
	Notice

	Initial data
	45/45
	45/45
	35/35
	

	5
	50/45
	45/45
	45/40
	

	10
	45/45
	50/50
	45/45
	


During the more minute investigation of the results of interaction between the left torsion field of the monitor and right torsion field of the protective device by the biolocation method it was discovered that part of the left torsion field changed its direction in circular arc almost on 180 degrees, i.e. as if it reflected and got into right field which was located behind the display. As a result of interaction between opposite twisted swirls of the torsion field both of them significantly weaken, and total torsion field behind the display is practically equal to the background level.

For more efficient understanding of the results of the examination of a device “FORPOST-1” we present more detailed description of Foll method, as a reader may be unacquainted with it.

In the course of conducted examinations of different acupunctural points Foll defined the indices corresponding to the “norms”. An EAF device (“electroacupuncture according to Foll”) is used not for revelation of electric symmetry of points of paired meridians but for the examination of single points parameters. The level of electric potential of a definite acupuntural point reflects the energy level of the organ (organs) connected with the corresponding meridian. The deviation of potential value from the norm carries important information about existing organ disfunctions. For example, decreased current in acupunctural point can be connected with pathology of corresponding organs or with definite external conditions that reduce general vitality of an organism. And on the contrary, increased current probably points at inflammatory process. The examination of acupunctural point reaction on electric stimulation gives additional information about the form of disease (acute or chronic). Switching a Foll device on mode of treatment, one can influence with low current on weakened acupunctural point and connected meridian, whose possibility to absorb currents coming from the outside depends on the seriousness of disease. In the case of slow disease course or a little weakening of organism vitality it is possible to “recharge” it through electroprobe - the stimulation of the point with reduced potential takes place. It will be difficult to restore parameters of this point for a short period of time if disfunction is caused by more difficult (chronic) form of disease.

An EAF device allows to obtain more detailed information about the type of existing organ disfunction. Researchers claim that they managed to discover a close connection between parameters of acupunctural points, arranged along the meridian of a corresponding organ, and definite features of organ. One can obtain detailed information about organ functioning analyzing electric potentials of the definite acupunctural points, arranged along a definite meridian.

An EAF device can help to carry out rather detailed energy “inventory” of different organs functions. Deviation (in this or that side) of electric parameters of a corresponding meridian from normal level serves as a sign of existing degenerate of inflammatory processes in an examined organ. One can work out data in detail measuring parameters of acupunctural points arranged along a meridian. Examination of a patient with the help of a Foll device requires much more time than in the case with other devices, nevertheless, it is fully compensated by a more detailed elaboration of data obtained. A Foll device not just can diagnose presence of these or those disfuctions in definite organism systems but also often gives a possibility to find genuine reasons of energy disfunction and outline potential ways of treatment.

The phenomenon of biological resonance prevailing in the nature is used. As we know, electrons in atom rotate around a nucleus in definite orbits. An electron has to absorb energy quantum of a definite frequency to proceed to a higher orbit from a lower one. In the case of transition of an electron from a higher orbit on a lower one it irradiates energy quantum of the same frequency called “resonance frequency”. Atoms and molecules have special resonance frequencies, however resonance can be generated only by the energy with strictly defined vibrational characteristics. For example, a singer sustaining a high note can fully broke a glass to pieces - on condition that this note precisely corresponds to the resonance characteristics of this glass.

One more examination of “FORPOST-1” influence on health condition of a user who is located near a computer display was conducted by V. I. Stavitskiy, a candidate of science, chief research officer of biofields laboratory of the Fundamental Researches Center of the Academy of Natural Science in February 2000.

In the protocol of the tests of “FORPOST-1" it is stated that as a result of scientific and technological progress we observe the importance to prevent a human from the possibility of dangerous man-caused influence. There is also a possibility of danger from implicit influences on a human, which are not accessible to the control in actual time but can cause irreversible disfunctions of health afterwards.

In connection with this possible measures for human protection from implicit impacts are already being taken. “FORPOST-1” is proposed as one of protective means in particular from torsion component of display radiation. But revelation of protection effect in the process of influence is complicated in this case by the fact that the factors of both the influence on a human and his protection are not accessible for direct observation. As a result of this a registering apparatus of new generation “ELECTROPSYCHOGRAPH” [60] was used for the solution of this problem.

The known methods of examination of human processes and conditions with the help of electric signals allow to measure solely energy of information carrier. In contrast to them the operation of “ELECTROPSYCHOGRAPH” is based on qualitatively new method and system patented in the Russian Federation. The informational capabilities of this device are extended by the registration of wave qualities of an information carrier. For this a known for a long time electrovacuum device “politron” is used. “Psychograph” assumes a possibility of emanation of additional information about an examined object. It is useful in those cases when quantum nature of charges interaction is important. The regularities of quantum charges interaction as a physical phenomenon are known to the fundamental science as Aaronov-Bom effect. But manifestation of these regularities in an abnormal regulation of registered electric signal was obtained, as we know, for the first time with the help of psychograph.

With the help of psychograph it is possible to discover the dependence of a human on different external factors including those non-measurable. If these factors are controllable during experiments then satisfactory statistic reliability of experiments can be obtained. Exactly this capability was used during the examinations of a device “FORPOST-1”.
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Fig. 32

Scientists conducted ten sessions of device influence on a human, a device being placed at a distance of 40-50 cm from a display screen. During every session lasting 1000 s an examinee was in front of a display, his condition being registered by psychograph. With the aim to define the dependence of human condition on device influence it was periodic: in the first and third phases of a session (Fig. 32 and 23) the device was absent, while in the second and fourth it was placed under a display screen in accordance with instructions. Every session consisted of four equal in time phases. The results are presented by the change of parameter of human condition (the diagrams 2 in Fig. 32 and 33). With the aim to check influence of a device on a psychograph, apart from a human, scientists registered the indications of the psychograph during the placement of the device in the same order but without connection of the psychograph to a human (the diagrams 1 in Fig. 32 and 33). In Fig. 32 there are the characteristics of one session and in Fig. 33 - the characteristics generalized through entire database.
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Fig. 33

As qualitative parameters for the evaluation of dependence (or its absence) of a human condition on the presence of a device, scientists used: “the proportion signal/ interference” (r, Fig. 34) and “the coefficient of correlation” (k, Fig. 35). These parameters characterize the correspondence between human reaction and phase of device influence (these parameters are presented more detailed in [60]). For the check of statistical authenticity of accumulated database scientists conducted the qualitative estimation for every session as well as for total quantity in the process of data accumulation from the first to tenth session.
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Fig. 34

The nature of the obtained dependences and stable increase of the differences between the indications of the diagrams 1 and 2 in the process of data accumulation are the evidence of “Forpost-1” influemce on the condition of a human located in front of a display.

The nature of the diagrams 1 also shows that the dependences presented on the diagrams 2 are not conditioned by the direct influence of a device “FORPOST-1” on the indications of the psychograph.

Taking into account the accumulated statistics of a psychograph use [60], we may consider the significant equating of characteristics in the phases of (Fig. 32, 33) to be a favorable feature of human conditions stabilization. The more overall judgment about the nature of “FORPOST-1” influence is possible during the parallel observation of physical parameters.
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Fig. 35

The monitoring of some physical indications, energy of internal organs and psychosomatic condition can be conducted with the use of the hardware complex “GDV-Camera” produced in the Russian Federation.

With the help of special programs ("CDV PROCESSOR", "CDV AURA", and "CDV DIAGRAM") the mathematical processing of obtained bioenergograms is carried out, which allows on the basis of quantitative estimation of image parameters to conduct express-diagnosis and monitoring of psychosomatic condition of a human in general and energy of his internal organs as well.

The complex “GDV-Camera”, based on Gas-Discharge Visualization method, is successfully applied in the research sphere in medicine for estimation of different influences on a human organism, including allopathic and homeopathic remedies, psyco- and physiotherapy.

The research of effectiveness of user’s protection from a negative influence of PC displays by the device “FORPOST-1” was carried out on 14 persons in daytime in February-March 2000. Their age varied between 17 and 70, mainly they were 35-50 years old.

The research was carried out on three foreign computers, produced in 1999.

The degree of user’s protection against known harmful radiation is the same.

Before the beginning of the research the workplaces were arranged in the way that a PC user was not in geopathogenic (biopathogenic) zones.

The research lasted 4 hours. The experiment consisted of 4 parts.

On the first phase before the beginning of research the level of health condition was defined by the data obtained after the shooting of examinees’ ten fingers fluorescence by the standard method on “GDV-Camera” in background mode.

On the second phase the examinees were proposed to work without a protective device during 10 minutes. After this the repeated shooting was carried out on “GDV-Camera».

On the third phase the examinees were proposed to get out of left torsion zone and to hold in the hands FORPOST-1 during 10 minutes. After this the repeated shooting was carried out on “GDV-Camera” once more.

On the fourth phase the examinees were proposed to work with a computer during 2 hours while FORPOST-1 was placed under a display in accordance with user instruction.

During the information registration by “GDV-Camera” an examinee puts in succession his fingers on the electrode made of optical glass and on short impulse of current (10 µs) on the electrode surface the creepage appears and it is recorded by the optical system of the device. During the shooting corresponding rules of work with “GDV-Camera” connected with fingers inclination angle from vertical line and placing of fingers axis relatively to the axis of the device were observed.

"CDV AURA", and "CDV DIAGRAM") the mathematical processing of obtained bioenergograms is carried out, which allows on the basis of quantitative estimation of image parameters to conduct express-diagnosis and monitoring of psychosomatic condition of a human in general and energy of his internal organs as well.

The complex “GDV-Camera”, based on Gas-Discharge Visualization method, is successfully applied in the research sphere in medicine for estimation of different influences on a human organism, including allopathic and homeopathic remedies, psyco- and physiotherapy.

The research of effectiveness of user’s protection from a negative influence of PC displays by the device “FORPOST-1” was carried out on 14 persons in daytime in February-March 2000. Their age varied between 17 and 70, mainly they were 35-50 years old.

The research was carried out on three foreign computers, produced in 1999.

The degree of user’s protection against known harmful radiation is the same.

Before the beginning of the research the workplaces were arranged in the way that a PC user was not in geopathogenic (biopathogenic) zones.

The research lasted 4 hours. The experiment consisted of 4 parts.

On the first phase before the beginning of research the level of health condition was defined by the data obtained after the shooting of examinees’ ten fingers fluorescence by the standard method on “GDV-Camera” in background mode.

On the second phase the examinees were proposed to work without a protective device during 10 minutes. After this the repeated shooting was carried out on “GDV-Camera».

On the third phase the examinees were proposed to get out of left torsion zone and to hold in the hands FORPOST-1 during 10 minutes. After this the repeated shooting was carried out on “GDV-Camera” once more.

On the fourth phase the examinees were proposed to work with a computer during 2 hours while FORPOST-1 was placed under a display in accordance with user instruction.

During the information registration by “GDV-Camera” an examinee puts in succession his fingers on the electrode made of optical glass and on short impulse of current (10 µs) on the electrode surface the creepage appears and it is recorded by the optical system of the device. During the shooting corresponding rules of work with “GDV-Camera” connected with fingers inclination angle from vertical line and placing of fingers axis relatively to the axis of the device were observed.
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After fixation in the program “CDV GRABBER” the information is processed in “CDV-DIAGRAM”. This program in graphic form on 16 rays of ring diagram for left and right hands separately represents the normalized area of light striking of corresponding sectors connected with a definite human organ or system. The points on rays build the closed graph. Pig. 36, 37

The external ring of the diagram corresponds to the redundant energy of a human organ or system, internal ring - insufficient energy, middle ring - normal condition. Insufficiency and redundancy of energy defines hyper- or hypofunction of a human organ.

Influence on human organism energy was estimated by semi-qualitative method taking into account the existence of the difference between check diagram and diagram after corresponding influence. The trend of the influence of FORPOST-1 was taken into account (whether it provokes improvement or worsening of human organs or systems energetic condition) 

Results:

On the diagram of “CDV-DIAGRAM” each of 16 rays corresponds to a definite human body organ (system). The diagram is double - for left and right hands separately.

According to “energy” the examinees formed some groups. 

Within the norm - 3 persons. 

The norm but some organs experienced lack of energy - 4 persons. 

Prevalent hypofunction or frontier condition - 2 persons. 

Mixed type - 5 persons. 

The health condition parameters of PC users non-protected by FORPOST-1 tended to decrease with time (Fig. 38,39).

In course of experiment we recorded 48 (12% of total number of chan ges) biggest influences of torsion field of a PC on human organs (systems) condition.
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The “targets” appeared to be the urino-genital system - 12% and also spleen, liver, endocrine system, kidneys that totaled in more than half of all maximum changes. Other organs experienced less a negative impact of display radiation leading to the changes of their “energy”, especially it responds to heart and colons.

It is necessary to note the difference between right and left hands in the number of recorded changes in this or that organ. The number of changes on the right hand approximately twice more often exceeded the corresponding value on the left hand.

We discovered some selectivity in the influence on a number of organs of men and women. The maximum influence on women organisms was recorded in the area of spleen (90%), and the most sensitive organs of a man appeared to be kidneys (80%).

Except this the degree of PC display influence on a user depends on psychophysical condition of an examinee in the moment of influence as well.

Data obtained in the research were brought together in the tables.

Skewness between left and right hands was not observed as well in both samples.

As a result of the carried out analysis (the 3rd phase, the users held FORPOST-1 in the hands during 10-15 min.) we discovered the trend of the device to the harmonious condition, i.e. the device fulfilled a compensatory function. In the majority of cases the changes of organs “energy” had a harmonious character with the tendency to “norm”, i.e. the positive influence of the device on men as well as on women was observed (Fig. 40, 41).
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The results of parameters analysis of health condition of PC users who were protected from the a negative influence of the torsion components of PC displays electromagnetic radiation by "FORPOST-1" show that this harmful influence is considerably decreased as the parameters of these PC users’ health condition did not changed considerably during all the period of the research.

Conclusions: 

1.The results of the research showed that FORPOST-1 decreases considerably the effect of torsion component of PC displays electromagnetic radiation and its use may be connected with a favorable sign of PC users’ health condition stabilization. 

2.The mentioned device may be recommended as a preventive means for the removal of a negative influence of torsion component of PC displays, TV-sets, other electronic equipment electromagnetic radiation. 

The principle of operation of the device is not described yet anywhere.

A short review of the main results of researches published in this book can be presented in such form: 

1. There is the deduction that control on all levels of biological object organization is fulfilled by dynamic and static informational torsion fields of complex semantic filling that activate or deactivate definite biological processes. Dynamic torsion fields are the component of an electromagnetic radiation of bioobject cells and organelles, while static torsion fields are generated by geometrical forms of bioobject components (the effect of “forms”). 

2. The fact of the existence of electromagnetic radiation torsion component negatively influencing a user in front of a PC display, TV set and during the work of any radio, electronic devices and facilities was experimentally determined. 

3. The hypothesis that the phenomenon of informational antibioresonance plays a leading role in the processes negatively influencing a user in front of the mentioned equipment was put forward. 

4. There is the notion of antibioresonance as the phenomenon of weakening of torsion information-wave process in a user’s organism under the influence of electromagnetic radiation torsion component of the mentioned equipment because this component by its parameters approaches to the proper information-wave process in a user’s organism. It is noted that the phenomenon of semantic antibioresonance - a powerful response during the interaction between mutually exclusive semantic systems - is peculiar solely to highly developed biological systems. 

5. There is the explanation of negative influence of left torsion fields generated by electronic equipment on a user on the basis of the semantic antibioresonance hypothesis and the phenomenon of “quantum teleportation”. 

6. The approach to the development of new direction of fundamental and applied researches, called “Biosafe electronics” is specified. 

7. There is the need to certificate all exploited PC displays, TV sets, other electronic equipment taking into account negative a influence of electromagnetic radiation torsion component of the mentioned equipment. 

8. The comparative analysis of practically identical research results concerning a negative influence of the radiation of geopathogenic zones and displays, other electronic equipment allows to make a conclusion that the nature of geopathogenic zones and above mentioned radiation from electronic and radio devices is the torsion one. 

9. In geopathogenic zones as well as in working zone of displays, TV sets, other electronic equipment there is a quick decrease in light negative ions concentration, increase in the concentration of positive particles of any sizes that underlines the fact of the same physical nature - torsion - of geopathogenic zones and component of electromagnetic radiation generated by displays, TV sets, other electronic equipment. 

10. The Ukrainian scientists developed the devices for human protection against a negative influence of geopathogenic zones - rugs that are torsion polaroid. 

11. The Ukrainian scientists developed a protective device that effectively guards PC displays, TV sets, and other equipment users against negative influence of torsion fields. The effectiveness of the invented devices is confirmed by: 

- the researches conducted in the Ukrainian Scientific Hygienic Center; 

- the researches conducted in the Organ of Voluntary certification “MIRA”; 

- the quality certificate of the Organ “MIRA” - СДС № 04-034 K.; 

- the conclusion of the State Sanitary Examination of Normative Documentation № 5.04.03 /1601 of 08.26.1997; 

- the patents of Ukraine on inventions № 18009 of 06.17.1997 and № 23759 of 06.16.98; US Patent #6,548,752, April 15,2003

- the protocol of clinic examination of a device in the scientific methodic center of the Main Military Hospital of Ministry of Defense of the Russian Federation named after N. N. Burdenko №8/393 of October 12, 1999; 

- the European Quality certificate EC declaration of conformity Directive 93/42/EEC of November 2, 1999; (not valid).

- the conclusion of the State Sanitary Examination of Normative Documentation of Bulgaria №01505/ year 2000. 

12. A device represents a generator of right form static torsion field with corresponding semantic filling that during the interaction with the left torsion field generated in a user’s working zone by a display deflects it from initial position practically on 180? in the zone of display right torsion field located at its back surface. As a result of the interaction between two opposite torsion fields swirls both of them significantly decrease, and total field behind a display is practically equal to the background level. In such a way the protection of a user against display electromagnetic radiation torsion component negative influence is carried out, at the same time the levels of torsion impact behind a display are almost harmless. 

13. The scientists carried out the analysis of the results of the observations conducted during 10-12 years over the people working with specially developed active generators of right torsion field of small intensity in the regime of low effect. According to the analysis results, we can conclude that the latter is a powerful improving factor based on the semantic bioresonance phenomenon. The people working with the generators practically did not consult doctors and endured much easier infectious diseases and diseases connected with overcooling. 

14. A protective device has the influence on a human similar to the influence of a right torsion field generator in the regime of low effect, i.e. a human staying in the right form static torsion field generated by a device experiences the factor that improves health. To that conclusion one can come analyzing the results presented in the Tables 1-6. These general conceptions require a minute study that will allow to understand the essence of the observed phenomena from the point of semantic bioresonance. 

15. It is claimed that various symbols drawn on metal or dielectric, passive pictographic resonators producing weak form torsion fields with definite semantic content can activate or deactivate definite biological processes with the help of bioresonance or antibioresonance respectively. 

16. Taking into account a negative influence of PC displays electromagnetic radiation torsion component on a human, we should note that all diagnostic systems with the use of a computer give inaccurate diagnosis, worse in comparison with the really existing and thus it requires immediate check-up. 

17. The quantity production of protectants against a negative influence of geopathogenic zones and protective devices from a negative impact of displays, TV sets, other electronic equipment - “FORPOST-1” defended by the patents of Ukraine was begun. 

18. The paragraphs №13, 14 are confirmed by the results of the researches conducted by the scientists from Moscow [46]. In accordance with these results right weak torsion field rouses a response reaction of warm-blooded animals and it can be used for the improvement of the condition of weakened (sick) organisms. 

Thus, the use of right torsion fields generators like “FORPOST-1” is perspective in nuclear power, in medicine - for the improvement of the condition of patients experiencing radiotherapy.

The solution of the mentioned problem due to its complexity and specific character must stipulate the participation of a wide circle of specialists - from oncologists and physicist to biologists and linguists with the aim to create the hardware and software package including an intellectual component for the determination of optimal variants of the use of bioresonance phenomena in the process of elimination of violations in energy-informational interactions.

Some practical recommendations.

People, especially children, are the most vulnerable during their sleep. So, we must pay the most rapt attention to a bedroom.

Theoretically, there must not be any sources of electromagnetic radiation, whose torsion component could have a negative influence on a sleeping person.

As it is impossible to completely isolate oneself from electrical household appliances, one should at least keep to the following rules following from the presented information: 

- do not put in no circumstances a TV set, PC, radiotelephone “base” in a bedroom; 

- to disconnect a TV set, PC, radiotelephone, music center, other sources of electromagnetic radiation that can be on duty from the network system before doing to bed; 

- do not put an electronic watch at one's bed-side; 

- do not keep in a bedroom any recharging devices; 

- to control periodically the radiation power of a microwave ovens; 

- to place protectants (rugs) under a bed, sofa ensuring absence of geopathogenic zones in rest places; 

- do not put above beds sconces, lamps with shades directed downwards - the light must be directed only upwards; 

- do not sleep with one’s head in a corner of a room.

With my best regards        

Anatoly  Pavlenko  

